
	
	

IMS	Mast	Measurements	
	

F8	Rig	Weight	and	Center	of	Gravity	
	
F8.1	MWT	shall	be	the	weight	of	the	mast	together	with	standing	rigging	with	the	
components	dry	and	the	spars	fitted	only	with	components	with	which	the	yacht	
will	use	whilst	racing	as	specified	below:	
	
a)	The	mast	shall	be	completely	rigged	with	standing	rigging,	backstays,	running	
backstays,	spreaders,	jumpers,	lights,	antennae,	instrument	displays	and	their	
mounting	brackets,	wiring	and	transducers,	luff	groove	device	and	all	other	
permanently	attached	fittings,	including	those	turnbuckles	which	are	not	permitted	
to	be	adjusted	while	racing.	
	
b)	Excluded	for	measurement	shall	be	running	rigging	(except	backstays	and	
running	backstays	as	required	in	F8.1(a)	above),	checkstays,	rigging	adjusters	of	any	
type	(hydraulic	or	otherwise)	and	any	associated	blocks	and	tackle,	boom	vang	and	
reefing	tackle.	Halyard	messengers	of	not	more	than	4mm	diameter	and	weighing	
not	more	than	15	grams	per	meter	and	only	sufficient	for	convenient	re-leading	may	
be	used	to	replace	internal	portions	of	running	rigging.	
	
c)	All	wiring,	messengers	and	standing	rigging	shall	be	in	their	proper	attached	
positions,	and	any	slack	stretched	down	and	secured	along	the	length	of	the	mast	
with	light	material,	such	as	lanyards	or	tape,	with	any	tails	hanging	free	at	the	butt.	
	
d)	Headboard,	luff	slides,	spinnaker	pole	cars	and	any	other	adjustable	devices	shall	
be	at	their	lowest	limit	of	travel.	
	
F8.2	MCG	shall	be	the	distance	from	the	vertical	center	of	gravity	of	the	mast	when	
fitted	out	for	weighing	as	defined	in	F8.1	to	the	lower	point	on	the	mast.	
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Diagrams for illustration only 
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